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New EWIKON hotrunner nozzle for direct side gating targets 
medical and packaging applications

With the new HPS III-MH nozzle EWIKON has introduced a new solution for direct side gating of parts in compact multi-cavity moulds. The nozzle has been designed for demanding applications in the medical industry e.g. for the gating of long, slim or tube shaped parts like syringes, pipettes or sample bulbs or for packaging applications such as the gating of closures. It uses a heat conductive tip insert to gate directly onto the part surface. This avoids cold slugs in the gate and guarantees a high quality gate vestige. 


In the conception stage, EWIKON engineers focused on the most economic integration into the mould as well as easy maintenance. 
The result is a completely new installation system for the tip inserts. This allows for easy integration in a standard one-piece mould insert and therefore a cost-efficient mould design. The tip inserts are installed from the parting line of the mould in the last assembly step after the nozzle body and the manifold have been installed. Thus, if required they can be exchanged easily without having to dismantle the mould. A flanged end cover closes the nozzle and guarantees – in combination with the special geometry of the tip inserts – a friction locked and leak proof connection with the nozzle body. By placing special sealing sleeves around the tips, a melt seal is realised directly at the gate. The nozzle body itself is not surrounded by melt. Quick colour changes are possible.

As an additional advantage the special installation procedure for the tip inserts does not only allow 90° gating but also to use tips with any required angle without needing to split the mould insert. This allows gating positions regarded impossible so far. 

Examples are 45° gating in chamfers or on angled surfaces as well as “vertical” side gating with a 0° angle in difficult-to-access areas such as flanges on cylindrical parts.

The HPS III-MH nozzle is available in two versions. The radial version allows for gating of up to 8 parts simultaneously. The linear version has two rows of four tips with a minimum distance of 11 mm between the cavities. For example, an inline arrangement of three linear nozzles gives 24-drop gating in two rows with a length of less than 180 mm. 
[image: image2.jpg]Ui

Approved
Event




HPS III-MH nozzle in linear and radial version
About Chinaplas 2009

Being Asia’s No.1 and the world’s No. 3 plastics and rubber trade fair, Chinaplas 2009 will be held from May 18 to 21, 2009 at China Import & Export Fair Pazhou Complex, Pazhou, Guangzhou, PR China. The show continues to undertake the mission which is to construct a highly effective business exchange and sourcing platform for the plastics and rubber as well as related user industries, such as building & construction, automotive, packaging, IT and telecommunications, electronics and electrical applicances, etc..

Chinaplas 2009 will break the scale record to 140,000 sqm, over 30% increase comparing with Chinaplas 2007 in Guangzhou. Moreover, over 1,900 exhibitors from over 30 countries and regions will be present to showcase a wide array of raw materials, advanced machines and offer effective product solutions to 70,000 visitors. 

Visitors pre-register at www.ChinaplasOnline.com will enjoy free admission (waive RMB 20 admission fee) and other fabulous benefits.  For more show information, please visit www.ChinaplasOnline.com.

