
Nanjing Yongteng Chemical Equipment Co., Ltd
The brief of introduction of main products

Nanjing Yongteng Chemical Equipment Co., Ltd is a specialized factory, which manufactures parallel twin-screw extruders and accessories. Over the years, our company has always devoted to producing and developing the rubber and plastic machinery. After summarize a lot of practical experience, we absorb the quintessence from many good companies. Then we have developed new a new type of twin-screw extruders and achieved a high-torque , high-speed, high-yield "three-high" optimum combination. 


Since the establishment of our company, Nanjing Yongteng Chemical Equipment Co., Ltd has set up the slogan”Credit by Quality, Market by Service.” By our decision-makers’ careful operation and our staff’s joint efforts, our products have been quickly expanded to the markets and gained the trust of users.

At present, Nanjing Yongteng has developed a variety of models and multi-purpose extruders and made them serialization and standardization:

I. SHJ series with mixed granulation co-rotating parallel twin-screw extruders

For Nanjing Yongteng’s machines, according to the different specifications of models, the maximum speed upgrades to 400/500/600/800/1000rounds/minutes which is in the industry-leading position. The capacity efficiency of extruders has been greatly improved.  

High-speed means a high-cutting and high-mixing capacity. Yongteng company has developed a variety of mixing components. According to various materials, we use different screw configuration in order to achieve the best dispersion and distribution effect during the processing of materials. The grainsize of glomerate of pigment has been decreased to a certain size in order to meet the requirements of the finished products’ apparent quality.

Yongteng company has newly designed the gearbox which integrated transmission and  torque distribution. The gears are hard surface. The key bearings are all imported products. They integrate oil-immersed type and distribution-type, which ensure the high-speed and reliable operation of the host machine. The vibration and noise of the whole machine are both better than those of the previous generation models.

Main models and technical parameters: 


	Model
	Diameter
	L/D
	Screw speed
	Power of main motor
	Torque
	T/N3
	Output of typical operations

	　
	  (mm)
	　
	　r/min
	（KW）
	（N.M）
	　
	（Kg/h)

	SHJ-20
	22
	  32-60
	600
	4
	30
	4.8
	0.5-15

	SHJ-25
	25
	  32-60
	600
	5.5
	30
	4.5
	    5-25

	SHJ-30A
	30
	32-60
	420
	7.5
	80
	4.5
	    5-30

	　
	　
	　
	600
	11
	85
	4.7
	5-40

	SHJ-35A
	35.5
	32-60
	600
	11
	85
	3.1
	30-55

	　
	　
	　
	　
	15
	115
	4.2
	45-75

	SHJ-40A
	41
	32-60
	400
	22
	250
	6
	65-110

	SHJ-40B
	41
	32-60
	600
	30
	225
	5.5
	90-150

	　
	　
	　
	800
	45
	255
	6.2
	135-225

	　
	　
	　
	1000
	55
	250
	6
	165-275

	SHJ-50
	50.5
	32-60
	500
	45
	400
	5.1
	135-225

	SHJ-65A
	62.4
	32-44
	400
	55
	620
	4.4
	165-275

	　
	　
	　
	500
	75
	675
	4.8
	225-375

	SHJ-65B
	62.4
	32-60
	600
	90
	675
	4.8
	225-375

	　
	　
	　
	800
	110
	620
	4.4
	330-550

	　
	　
	　
	1000
	132
	595
	4.2
	396-660

	SHJ-75A
	71
	32-60
	400
	90
	1015
	4.7
	225-375

	　
	　
	　
	500
	110
	1005
	4.6
	330-550

	　
	　
	　
	500
	132
	1190
	5.5
	396-660

	SHJ-75B
	71
	32-60
	600
	132
	990
	4.6
	396-660

	　
	　
	　
	800
	160
	900
	4.2
	480-800

	SHJ-95A
	91
	32-60
	400
	250
	2815
	5.9
	750-1250

	SHJ-95B
	91
	32-60
	500
	250
	2250
	5.9
	750-1250

	　
	　
	　
	600
	315
	1365
	5
	945-1575

	　
	　
	　
	800
	400
	2250
	4.7
	1200-2000

	SHJ-132A
	131
	32-18
	400
	550
	6190
	4.6
	1650-2750

	SHJ-40C
	41
	32-60
	400
	30
	340
	8.3
	90-150

	SHJ-40D
	41
	32-60
	600
	45
	340
	8.3
	135-225

	　
	　
	　
	800
	55
	310
	7.6
	225-375

	SHJ-65C
	62.4
	32-60
	400
	110
	1240
	8.8
	330-550

	　
	　
	　
	550
	132
	1190
	8.5
	400-660

	SHJ-65D
	62.4
	32-60
	600
	160
	1200
	8
	480-800

	　
	　
	　
	800
	200
	1125
	8
	600-1000

	　
	　
	　
	1000
	250
	1125
	8
	750-1250

	SHJ-75C
	71
	32-60
	400
	160
	1800
	8.3
	480-800

	　
	　
	　
	500
	200
	1800
	8.3
	600-1000

	SHJ-75D
	71
	32-60
	600
	250
	1875
	8.7
	750-1260

	　
	　
	　
	800
	315
	1770
	8.2
	945-1575

	　
	　
	　
	1000
	400
	1800
	8.3
	1200-2000

	SHJ-95C
	91
	32-60
	400
	350
	3940
	8.3
	1050-1750

	　
	　
	　
	500
	450
	4050
	8.5
	1350-2250

	SHJ-95D
	91
	32-60
	600
	550
	4125
	8.7
	1650-2750


II. SHJS series two-stage extruders
The brief of SHJS series two-stage extruders’ feature

Structure: The first stage is SHJ model high-speed co-rotating twin-screw compound extruders. The second stage is SJ series low-speed single-screw extruders. They are perpendicular layout and compose two-stage compound unit;

Principle characteristics and uses:

        ·Combine and complement the advantagesof co-rotating twin-screw and those of single-screw. Twin-screw extruders have the featurs of force conveying, highly efficient  plasticizing and mixing, cutting and dispersing, non-die back pressure refluxing in order to avoid high-shearing and overheating ; Single-screw extruders have the features of high-pressure extrudering. However, low-speed and low-shearing also avoid contradiction of overheating.  
        ·Combining the twin-screw and single-screw; decompose the processes and functions; increasing independent operating variables; beneficial to the decomposition optimization of all processes.

        ·Higher efficiency and productivity.

        ·These machines are widely used in all kinds of operations of thermosensitive materials systems and large-capacity devolatilization, ect. Such as PVC, XLPE, non-halogen flame retardant cable compound, shielding materials, high consistency carbon black master batch and rubber-dewatering post-processing operation.
                           
Main models and technical parameters: 


	Model 
	SHJS  series two-stage extruders

	
	SHJS50-120
	S    SHJS65-150
	SHJS75-180
	SHJS95-200

	
	SHJ-50
	SJ-120
	SHJ-65
	S  SJ-150
	SHJ-75
	SJ-180
	SHJ95
	SJ200

	（L/D）
	24-48
	7-15
	24-36
	7-15
	24-38
	7-15
	24-48
	7-15

	Maximum of screw speed

(rpm)
	500
	6   85
	400-500
	6   85  
	400-500
	85
	300
	85

	Diameter

（mm）
	50.5
	1  120
	62.4
	    150
	71
	180
	  93
	 200

	The power of host machine

(Kw)
	37-45
	30-37
	55-75
	37-45
	90-110
	45-55
	132-250
	55-75

	Output

（kg/h）
	150-300
	2     200-500
	350-600
	    500-1000


III. SJ series of single-screw extruders
The features of SJ series of single-screw

·High-precision gear box, high carrying capacity, stable transmission, low noise

·New design of barrels and screws can ensure better melting uniformity, low melting temperature and higher output.
·Standard screw, the gas in barrels has been nitriding treated. Strong wear resistance and corrosion resistance. The special materials can be produced by bimetallic materials. 
·Super low noise air-cooling barrels, which is for maintenance-free operation.
·Japan's imported temperature control meter, PID temperature control, the temperature control will be more stable and accurate.
·The design of die has two kinds, hand-rotating type and hydraulic type. Changing screen is easy and time saving. 
·The features and adaptation range of single-screw recovery granulation. SJ single-screw extruders’ design may adapt to a variety of return materials(Such as PE, PP, PS, PA, PET, PC, etc.) and many kinds of states(sheet, film, fragments, etc.). According to materials’ chemical characteristics and physical characteristics and customers’ requirements of output, our company has designed many single-screw extruders and all kinds of pelletizing auxiliaries(water strands pelletizing, hot-face pelletizing, water-ring pelletizing, ect) with a variety of specifications and technical parameters.
Main models and technical parameters:

	Model
	Diameter(mm)
	L/D
	Power of mainmotor（KW）
	The way of change screen
	Output（Kg/h）

	SJ-100
	Φ100
	20-32
	45-55
	Hydraulic pressure
	100-200

	SJ-120
	Φ120
	20-32
	55-75
	Hydraulic pressure
	150-250

	SJ-150
	Φ150
	20-32
	75-90
	Hydraulic pressure
	200-300

	SJ-180
	Φ180
	20-32
	90-132
	Hydraulic pressure
	250-400

	SJ-200
	Φ200
	20-32
	160-280
	Hydraulic pressure
	600-800


Yongteng will firmly grasp such as "high tech", "environmental protection" the most dominant concepts, which adapt to the development trend. We must eventually make Yongteng plastic machines to be the best meaning and the most trusted national brands for the users.
Yongteng’s purposes: Quality First, Reputation Utmost, exquisite articles of science and technology, consummate after-sales service.
 Nanjing Yongteng plastic machines, producing national best products.

 We prove you with our strength that your choice is right.

NANJING YOUGTENG CHEMICAL EQUIPMENT CO., LTD.
Address: 9 Ningshui Road,Tiexin Qiao Street,Yu Hua Tai District，Nanjing，Jiangsu Province，China       TEL： 86-25-52337410   Fax ： 86-25-52337141     Zipcode ：210012      
Coordinator： HE Zhuoran General manager            Mobile：    13952043100        
E-mail：hezhuoran@yahoo.cn  
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